Artemide

Luminaire

Code 1940030A

Name  VIGO LED PARETE nero
Measurem.

Code FTS1503245

Name  VIGO LED PARETE nero

Luminaire Flux 311.41Im Luminaire Power 7.00 W Efficacy 44.49 Im/W Efficiency 92.52%
Lamps Flux 336.60 Im Maximum value 1617.93 cd/kim Position C=0.00 G=5.00 CG Rotosymmetrical

Round Luminaire Diam. 130 mm Height 230 mm

Round Luminous Area Diam. 130 mm Height 230 mm

Horizontal Luminous Area 0.013273 m2 Emitting area on Plane 180° 0.029900 m2

Emitting area on Plane 0° 0.029900 m2 Emitting area on Plane 270° 0.029900 m2

Emitting area on Plane 90° 0.029900 m2 Glare area at 76° 0.032223 m2

Coordinate system CG Symmetry Type Rotosymmetrical

Date 27-07-2015 Maximum Gamma Angle 180

Measurement Distance 0.00 Measurement Flux 336.60 Im

OSRAM PARATHOM GU10

C.LE. 94 97 99 99 93 D DIN 5040 A61
FUTE 092A+0.01T B NBN Bz 1
Diam=130mm
Angoli Gamma 180° 120°
0
105° 105°
90° 90°
Semipiani C
180.0 0.0 75° ' 75°
60° I 60°
ULOR 0.70 %
45° 45°
DLOR 91.82 %
RN 0.75 %
30° 15° 0° 15° 30°
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OSRAM PARATHOM GU10
C.ILE. 94 97 99 99 93 D DIN 5040 A61
FUTE 0.92A+0.01T B NBN Bz 1
Width at 50.00 % of Max Intensity
H[m] 1.00 2.00 3.00 4.00 5.00 H[m] 1.00 2.00 3.00 4.00 5.00
OA 0.40 0.81 121 1.62 2.02 oC 0.40 0.81 121 1.62 2.02
OB 0.40 0.81 121 1.62 2.02 oD 0.40 0.81 121 1.62 2.02
Luminous Intensities [ cd/kim]
0 5 15 25 35 45 55 65 75 85
OA 544.03 544.59 414.05 206.27 43.41 9.44 6.06 4.63 2.40 0.69
OB 544.03 544.59 414.05 206.27 43.41 9.44 6.06 4.63 2.40 0.69
oC 544.03 544.59 414.05 206.27 43.41 9.44 6.06 4.63 2.40 0.69
oD 544.03 544.59 414.05 206.27 43.41 9.44 6.06 4.63 2.40 0.69
Alpha=22.0°+22.0° G=0.0"
Max non a G Max Med
[m] lux lux
1.00 -t 544 319
2.00 136 80
3.00 60 35
4.00 Ll i 34 20
5.00 =" "= 22 13
B$A
Him] D[m] Max Med | ipha=22.0°+22.0° Va0 ! II ]
1.00 0.81 544 319
2.00 162 136 80 / \
3.00 2.43 60 35 / \
4.00 3.23 34 20 /
5.00 4.04 22 13 /
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